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Cylinder head with TX-Star recess, Bonus Zinc, full thread

Diameter 6,5

VERSIONS

Zinc flake coated steel▪

BUILDING MATERIALS

Glued-laminated timber▪
Cross-laminated timber▪
Laminated veneer plywood panels▪
Solid structural timber▪
Glued timber boards on solid wood▪
Soft wood (e.g. Douglas, spruce,
pine, fir, etc.)

▪

And other wood materials▪

APPROVALS

ADVANTAGES

The unique Power-Full thread runs
from the tip to right under the head,
ensuring maximum force
transmission.

▪

The drill bit tip enables screw fitting
without pre-drilling and offers
guidance when screwing in. In
addition, the risk of splitting is
decreased and the screwing
resistance is significantly reduced.

▪

Lower edge and axle distances are
therefore possible and allowed.

▪

All in all, this saves on time and
materials.

▪

The ETA approval guarantees the
high safety standard and the
premium quality of the fischer
Power-Full screws.

▪

APPLICATIONS

Safety-relevant applications▪
Wood frame construction▪
Post construction▪
Timber houses▪
Rooftop insulation systems▪
Car ports▪
Conservatories▪
Playground equipment▪

FUNCTIONALITY

Screws with a cylinder head can be
flush-mounted or sunk into the
wood.

▪

TECHNICAL DATA

FPF-ZT ZPF
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Diameter Length Drive Art.-No.

ET
A-

ap
pr

ov
al Full thread

length
Sales unit

d l lg

[mm] [mm] Art.-No. Article name [mm] [pcs]
6,5 140 TX30 659300 FPF-ZT 6,5 x 140 ZPF 100 ■ 127 100
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Diameter 8,0
Diameter Length Drive Art.-No.

ET
A-
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al Full thread

length
Sales unit

d l lg

[mm] [mm] Art.-No. Article name [mm] [pcs]
8,0 195 TX40 659304 FPF-ZT 8,0 x 195 ZPF 50 ■ 180 50
8,0 245 TX40 659306 FPF-ZT 8,0 x 245 ZPF 50 ■ 230 50
8,0 375 TX40 659309 FPF-ZT 8,0 x 375 ZPF 50 ■ 360 50
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Diameter 10,0
Diameter Length Drive Art.-No.
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al Full thread

length
Sales unit

d l lg

[mm] [mm] Art.-No. Article name [mm] [pcs]
10,0 300 TX50 659311 FPF-ZT 10,0 x 300 ZPF 25 ■ 282 25
10,0 330 TX50 659312 FPF-ZT 10,0 x 330 ZPF 25 ■ 312 25
10,0 360 TX50 659313 FPF-ZT 10,0 x 360 ZPF 25 ■ 342 25
10,0 400 TX50 659314 FPF-ZT 10,0 x 400 ZPF 25 ■ 382 25
10,0 450 TX50 659315 FPF-ZT 10,0 x 450 ZPF 25 ■ 432 25
10,0 500 TX50 659316 FPF-ZT 10,0 x 500 ZPF 25 ■ 482 25
10,0 550 TX50 659317 FPF-ZT 10,0 x 550 ZPF 25 ■ 532 25
10,0 600 TX50 659318 FPF-ZT 10,0 x 600 ZPF 25 ■ 582 25
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