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TECHNICAL DATA

Eye screw GS

Shaft diameter Shaft length Bolt penetration Match Eye-Ø Sales unit

ds L s

Item Art.-No. [mm] [mm] [mm] [mm] [pcs]

GS 8 x 50 Ø15 502620 8 50 50 SX 10 15 20
GS 8 x 80 Ø15 540677 8 80 58 SX 10 15 20
GS 8 x 120 Ø15 540678 8 120 58 SX 10 15 20
GS 8 x 80 Ø22 080918 8 80 58 SX 10 22 20
GS 8 x 100 Ø22 080919 8 100 58 SX 10 22 20
GS 8 x 120 Ø22 080920 8 120 58 SX 10 22 20
GS 10 x 160 Ø30 080929 10 160 — S 12 R, S 14 H R, SX12 30 20

TECHNICAL DATA

Plug S 12 R

Plug S 14 H R

Drill hole diameter Min. drill hole 

depth for through 

fi xings

Bolt penetration Eff ect. anchorage 

depth

Anchor length Max. fi xture 

thickness

Sales unit

d0 h2 s hef l t fi x
Item Art.-No. [mm] [mm] [mm] [mm] [mm] [mm] [pcs]

S 12 R 100 050177 12 120 110 60 100 40 100
S 12 R 135 050178 12 155 145 60 135 75 100
S 14 H 100 R 059179 14 120 110 90 100 10 50
S 14 H 135 R 059180 14 155 145 90 135 45 50

LOADS

Eye screw GS

Highest recommended tensile loads1) for a single anchor.

The given loads are valid for the eye screw GS with the specified fischer plugs.

Type SX 10x50 + GS 8 SX 12 + GS 10 S 12 R + GS 10 S 14 H-R + GS 10

Recommended tensile loads in the respective base material Nrec

Concrete ≥ C12/15 [kN] 1,20 1,70 1,03  -
Solid brick ≥ Mz 12 [kN] 0,65 0,70 1,00  -
Solid sand-lime brick ≥ KS 12 [kN] 1,20 1,70 0,84  -
Solid brick of lightweight aggregate concrete ≥ V 4 [kN] - - 0,29 0,43
Perforated sand-lime brick ≥ KSL 12 [kN] 0,35 0,35 0,30 0,34
Vertically perforated brick ≥ Hlz 12 ( ≥ 1 kg/dm3) [kN] - - 0,36 0,50
Aerated concrete ≥ AAC 2 [kN] 0,09 0,20 ‒ -
Aerated concrete ≥ AAC 4 [kN] 0,30 0,60 - -
1) Required safety factors are considered.
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Eye screw GS




